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i i ' EXISTING FIBER OPTIC CABLE IN CONDUIT, — — @ —_
NO. 62.5/1 25. MM 12F SMI2F
PROPOSED FIBER OPTIC CABLE IN CONDUIT, _ _ . .
NO. 62. 5/125, MM 12F SMi2F @
EXISTING INTERCONNECT CABLE - NO.
62.5/125 12F FIBER OPTIC CABLE - -
PROPOSED INTERCONNECT CABLE - NO.
62.5/125 12F FIBER OPTIC CABLE *-@——
EXISTING INTERCONNECT CABLE - NO. 18
NOTES FOR TEMPORARY INTERCONNECT 3 PAIR TWISTED. SHIELDED ——ﬁ@/———
1. THE EXISTING FIBER OPTIC CABLE FROM THE INTERSECTION OF IL 25 / WASHINGTON STREET AND WILSON STREET SHALL REMAIN IN THE PROPOSED INTERCONNECT CABLE - NO. 18
EXISTING CONTROLLER CABINET AT RIVER STREET. 3 PAIR TWISTED. SHIELDED ——(&)—-
2. PRIOR TO STAGE 1 CONSTRUCTION, A TEMPORARY FIBER OPTIC CABLE SHALL BE INSTALLED IN CONDUIT AT IL 25 / RIVER STREET FROM EXISTING LOOP DETECTOR CABLE
INSTALLED ON FOUR PAIRS OF FIGERS IN FACH CABINET. THE CONNECTORS ON THE TEVPORARY FIBER OPTIC CABLE AT THE EMPORARY 2/C TWISTED, SHIELDED
CABINET SHALL BE CONNECTED TO THE CONTROLLER MODEM. PROPOSED LOOP DETECTOR CABLE
2/C TWISTED, SHIELDED
3. WHEN THE TEMPORARY TRAFFIC SIGNAL AT IL 25 / RIVER STREET IS TURNED ON, THE CONNECTORS ON THE EXISTING FIBER OPTIC CABLE
FROM IL 25 / WASHINGTON STREET SHALL BE CONNECTED TO THE CONNECTORS ON THE TEMPORARY FIBER OPTIC CABLE IN THE EXISTING EXISTING ELECTRIC CABLE.
CABINET USING AN ADAPTER RECOMMENDED BY THE CONNECTOR MANUFACTURER. 1/C (AS SPECIFIED)
PROPOSED ELECTRIC CABLE,
1/C (AS SPECIFIED).
EXISTING TELEPHONE CONNECTION
PROPOSED TELEPHONE CONNECTION
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